**MT473L-NL**

**TOILET SUPPLY KIT**

**SPECIFICATION SHEET**

- One lead free cUPC certified MT401-NL 1/4 turn ball valve
- 1/2" female IPS inlet
- 3/8" O.D. compression outlet
- One MT426X no lead supply tube
- One MT450X-NL 4" no lead pipe nipple with 1/2 NPT thread
- One MT442X sure grip wall escutcheon
- Offered in many standard decorative finishes
- Special finishes available upon request

WARRANTY

For warranty info please visit www.mountainplumbing.com/page/resources/warranty

FINISH CARE & MAINTENANCE

Never use any harsh alkali, acid based detergents or cleaners such as Soft Scrub®, scrubbing bubbles® or Comet® to clean. Do not use Brillo® or Scotch brite® pads. These will all harm the finish. To clean, use only a damp soft cloth and wipe gently. Standard Windex® can also be used sparingly. It is not necessary to wipe hard to remove spots. To maintain the finish, wipe with a soft dry cloth after use. An occasional coat of pure carnauba wax without cleaners will help protect the finish.

FOR WARRANTY INFO PLEASE VISIT WWW.MOUNTAINPLUMBING.COM/PAGE/RESOURCES/WARRANTY

NEVER USE ANY HARSH ALKALI, ACID BASED DETERGENTS OR CLEANERS SUCH AS SOFT SCRUB®, SCRUBBING BUBBLES® OR COMET® TO CLEAN. DO NOT USE BRILLO® OR SCOTCH BRITE® PADS. THESE WILL ALL HARM THE FINISH. TO CLEAN, USE ONLY A DAMP SOFT CLOTH AND WIPE GENTLY. STANDARD WINDEX® CAN ALSO BE USED SPARINGLY. IT IS NOT NECESSARY TO WIPE HARD TO REMOVE SPOTS. TO MAINTAIN THE FINISH, WIPE WITH A SOFT DRY CLOTH AFTER USE. AN OCCASIONAL COAT OF PURE CARNAUBA WAX WITHOUT CLEANERS WILL HELP PROTECT THE FINISH.

8/29/19