**MT5160L-NL**

**TOILET SUPPLY KIT**

**SPECIFICATION SHEET**
- One lead free cupc certified MT516L-NL valve with 1/4 turn ceramic disc cartridge
- 1/2" copper sweat inlet
- 3/8" O.D. compression outlet
- One MT436X no lead supply tube
- Offered in many standard decorative finishes
- Special finishes available upon request

**FINISH CARE & MAINTENANCE**

Never use any harsh alkali, acid based detergents or cleaners such as Soft Scrub®, Scrubbing Bubbles® or Comet® to clean. Do not use Brillo® or Scotch Brite® pads. These will all harm the finish. To clean, use only a damp soft cloth and wipe gently. Standard Windex® can also be used sparingly. It is not necessary to wipe hard to remove spots. To maintain the finish, wipe with a soft dry cloth after use. An occasional coat of pure Carnauba wax without cleaners will help protect the finish.

**WARRANTY**

For warranty info please visit www.mountainplumbing.com/page/resources/warranty

One year warranty on all parts. Applies to original purchaser. Claims require proof of purchase.

**SPECIAL REFERENCES**

- 3/8" Compression Outlet
- 1/2" Copper Sweat Inlet

**MT516L-NL**

- 3/8" compression outlet
- 1 3/16"
- 1 1/8"

**MT436X**

- 2 3/8"